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NoMarTireChanger.com
For more tire changing instructions and videos, please visit:

QUICK-RELEASE
CAM-LOCK LEVER

BEAD BREAKER

http://www.nomartirechanger.com/Articles.asp?ID=256


1. The tire changer frame adjusts to fit 18”, 19” & 21” wheel sizes. The frame legs are engraved with
these measurements. Before starting a tire change, make sure to set the two front stand arms for the
correct wheel size of the tire you will be changing.

2. Set the wheel on to the stand with the sprocket side facing down and the disc side facing up.  Spray
No-Mar Tire Lube around rim and tire bead area.

3. Turn the wheel so the Rim Lock is on the opposite side of the Bead Breaker. Loosen the nut of the Rim
Lock as far as possible without removing it from the threads.

4. Have 5 heavy duty long handle (min. 16”) tire irons available, before starting process of removing the
tire.  (Note: We recommended using Motion Pro 16” P519 curved Super Tire Irons.)

5. Use the Bead Breaker to relieve tire bead pressure and slip the 1st tire iron in between the rim and
the tire bead. Turn the wheel approximately 3-4 inches and repeat the same process of inserting the
2nd tire iron. Continue this same process until all of the tire irons are inserted. After all the tire irons
have been inserted, they should be evenly spaced apart around 3-4 inches.

6. Now start working the tire off the rim beginning with the 1st tire iron inserted and then work your
way around in sequence with each tire iron until all (5) of them have removed this portion of the tire.

7. Next, flip the wheel over. Position the wheel so the section of the tire that has been partially
removed is lined up under the Bead Breaker. Spray No-Mar Tire Lube around rim and tire bead area.

8. Begin pushing the tire off the rim using the Bead Breaker while rotating the wheel about 4 inches in
between each time you push down with the Bead Breaker. Work your way all the way around the
wheel with the Bead Breaker until the tire is removed off the disc side of the wheel.

For more tire changing instructions and videos, please visit: 

NoMarTireChanger.com 

NOTE: This Mousse Bib Tire Changer is NOT a scratch-proof tire changer.  Changing tires with 
this machine can often result in scratched wheels. 

SAFETY NOTICE 
Your tire changer and its accessories are TOOLS, and require the use of proper safety 
precautions, Personal Protective Equipment (safety glasses, proper clothing & footwear, 
gloves, etc.), and training.  Serious bodily injury can occur from the use and misuse of these 
tools. You should familiarize yourself with the concept of tire changing and how the drop 
center of the wheel is designed to facilitate tire mounting and demounting.  Never attempt 
to force or stretch a tire on to or off of a wheel! 

Removing Tires with Mousse Bib Foam Tubes
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